A non-contacting resistivity imaging method for characterizing whole round core while in its liner by Jackson, Peter et al.
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  Geological Society, London, Special Publications, 122, 1-10, 1 January 1997, 
https://doi.org/10.1144/GSL.SP.1997.122. 
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
  
  by guest on April 28, 2018 http://sp.lyellcollection.org / Downloaded from  
 10   P.  D.  JACKSON  ET  AL.  
LOVELL,  M. A.,  HARVEY, P.  K.,  JACKSON, P.  D.,  
FLINT,  R.  C.,  GUNN, D.  A.,  WILLIAMSON, G.,  
BALL, J.  K., ASHU, A.  P.  & WILLIAMS, C.  1995 .  
Electrical Resistivity Core Imaging I1: investiga-  
tion  of  fabric  and  fluid  flow  characteristics.  
Scientific Drilling,  5 ,  153-164 .  
MCNEIL,  J.  D.  .  1979 Interpretive aids for  use  with  
electromagnetic (non-contacting) ground resistivity  
mapping.  Forty-First  European  Association  of  
Exploration  Geophysicists  meeting,  Hamburg,  
June 1979.  
MORAN, J.  H.  & KuN'rz, K.  S.  1962 . Basic  theory of  
induction logging and  application to study two  
coil sondes.  Geophysics,  27 ,  829-858 .  
TELFORD, W. M., GELDHART, L. P. SHERIFF, R. E. &  
KEYS, D. A. 1976.  Applied Geophysics.  Cambridge  
University Press,  London.  
by guest on April 28, 2018   / http://sp.lyellcollection.org Downloaded from  
